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REPORT NUMBER :  TURR150105084 
  

  
APPLICANT NAME  Lava Metal Döküm San.A. Ş. 
  
ADDRESS Safa Mh.Mimar Sinan Bulv.Yiğit Sk. No:4 Sancaktepe/istanbul 

Fax : 0216 312 09 09 
 Attention :  S.Elçin Demir (elcin.demir@lavametal.com.tr)  
  

  
SAMPLE DESCRIPTION :  

Sample 1  Red Enamel coated iron casting cooking pot 
Sample 2  Enamel coated iron casting cooking pot 

  
  

DATE IN :  25 June, 2015 (15:35 ) 
  

  

DATE OUT :  03 July, 2015  
  

  
REQUEST : SVHC Testing regarding REACH Regulation (EC) No. 1907/2006 for updated SVHC List of 

15th June, 2015 
  

 
“This report (including any enclosures and attachments) are prepared for the exclusive use of the Customer(s) named in the report and solely for the purpose for which it is provided and on the 
basis of instructions and information and/or materials supplied by Intertek’s Customer. The test results relate only to the specific items tested and are not intended to be a recommendation for any 
particular course of action. Customer is responsible for acting as it sees fit on the basis of such results. Unless Intertek provide express prior written consent, no part of this report should be 
reproduced, distributed or communicated to any third party. Intertek do not accept any liability if this report is used for an alternative purpose from which it is intended, nor do Intertek owe any duty 
of care to any third party in respect of this report. Except where explicitly agreed in writing, all work and services performed is governed by Intertek Standard Terms and Conditions of Service 
which is available on request or can be obtained at http://www.intertek.com/terms.” 
 
 “The reported uncertainity is based on a standard uncertainity multiplied by a coverage factor k=2, providing a level of confidence of approximately 95%. The uncertainity evaluation has been 
carried out in accordance with ISO/IEC 17025 and TÜRKAK accreditation requirements. Unless otherwise is specified, all Pass or Fail results are given without uncertainity considered. When 
uncertainity is taken into account, the result may be borderline. Borderline results need to be re-tested to determine their disposition up to customer’s decision. Opinions and interpretations 
expressed herein are outside the scope of TÜRKAK accreditation. Tests marked (*) in this test report are not included in the TÜRKAK accreditation schedule for this laboratory.” 
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SAMPLE 

 
 

Sample 1  Sample 2  

  
  

 
 

 
 
Tested Component Parts:   

 

CS : Combined Sample 
 
CS Description   

1 CS 1 Combined sample of Red Enamel coated iron casting cooking pot, Enamel coated iron 
casting cooking pot 
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1. Heavy metals after total digestion in %  
 
 
Test method:      ICP OES DIN EN ISO 11885 (E22) 
      Plastic and metal: two stage digestion: cont. HNO3 + H2O2, inverse aqua regia solution 
      Plastic: microwave digestion (HNO3) 
      Metal: aqua regia solution: US EPA 3052 
Detection Limit:      0.01% 
 
Parameter  CS 1 
Lead (Pb) Not Detected 
Cobalt (Co) Not Detected 
Arsenic (As) Not Detected 
Chromium (Cr) Not Detected 
Strontium (Sr) Not Detected 
Boron (B) Not Detected 
Calcium (Ca) Not Detected 
Potassium (K) Not Detected 
Molybdenum (Mo) Not Detected 
Sodium (Na) Not Detected 
Zinc (Zn) Not Detected 
Cadmium (Cd) Not Detected 
Aluminium (Al) Not Detected 
 
 
 
 
 
2. Chromium VI in % 
 
Test method:      Plastic and composite material: alkaline extraction according to IEC 62321:2008 
      Textile: Extraction with acid sweat solution according to BS EN ISO 105-E04:2009, detection by ICP-MS   
      Leather: BS EN ISO 17075:2007 with UV-VIS Detection 
      Metal: boiling water extraction according to IEC 62321:2008 
Detection Limit:      0.001%  
 
 
Parameter  CS 1 
Chromium VI Not Detected 
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Substance  CAS-No. CS 1 
Cobalt Dichloride 7646-79-9 <0.1% 
Diarsenic Pentaoxide 1303-28-2 <0.1% 
Diarsenic Trioxide 1327-53-3 <0.1% 
Lead Hydrogen Arsenate 7784-40-9 <0.1% 
Triethyl Arsenate 15606-95-8 <0.1% 
Sodium Dichromate 7789-12-0, 10588-01-9 <0.1% 
Bis (Tributyltin) Oxide (TBTO) 56-35-9 <0.1% 
Lead Chromate 7758-97-6 <0.1% 
Lead Chromate Molybdate Sulphate Red 
(C.I. Pigment Red 104) 12656-85-8 <0.1% 

Lead Sulfochromate Yellow (C.I. Pigment 
Yellow 34) 1344-37-2 <0.1% 

Boric Acid 10043-35-3, 11113-50-1 <0.1% 

Disodium Tetraborate, Anhydrous 1330-43-4,    12179-04-3, 
1303-96-4 <0.1% 

Tetraboron Disodium Heptaoxide, Hydrate 12267-73-1 <0.1% 
Sodium Chromate 7775-11-3 <0.1% 
Potassium Chromate 7789-00-6 <0.1% 
Ammonium Dichromate 7789-9-5 <0.1% 
Potassium Dichromate 7778-50-9 <0.1% 
Cobalt Sulphate 10124-43-3 <0.1% 
Cobalt Dinitrate 10141-05-6 <0.1% 
Cobalt Carbonate 513-79-1 <0.1% 
Cobalt Diacetate 71-48-7 <0.1% 
Chromium Trioxide 1333-82-0 <0.1% 
Chromic Acid 7738-94-5 <0.1% 
Dichromic Acid 13530-68-2 <0.1% 
Oligomers of Chromic Acid and Dichromic 
Acid -- <0.1% 

Strontium Chromate 7789-6-2 <0.1% 
Lead dipicrate 6477-64-1 <0.1% 
Lead styphnate 15245-44-0 <0.1% 
Lead azide; Lead diazide 13424-46-9 <0.1% 
Trilead diarsenate 3687-31-8 <0.1% 
Calcium arsenate 7778-44-1 <0.1% 
Arsenic acid 7778-39-4 <0.1% 
Pentazinc chromate octahydroxide 49663-84-5 <0.1% 
Potassium hydroxyoctaoxodizincate di-
chromate 11103-86-9 <0.1% 

Dichromium tris(chromate) 24613-89-6 <0.1% 
Aluminosilicate Refractory Ceramic Fibres (Index No. 650-017-00-8) <0.1% 
Zirconia Aluminosilicate Refractory 
Ceramic Fibres (Index No. 650-017-00-8) <0.1% 

Diboron trioxide 1303-86-2 <0.1% 
Lead(II) bis(methanesulfonate) 17570-76-2 <0.1% 
Cadmium oxide 1306-19-0 <0.1% 
Lead di(acetate) 301-04-2 <0.1% 
Cadmium sulphide  1306-23-6  <0.1% 
Cadmium chloride 10108-64-2 <0.1% 
Cadmium fluoride 7790-79-6 <0.1% 
Cadmium sulphate 10124-36-4; 31119-53-6 <0.1% 

Calculated for the whole product the detected amoun t in % is: 
 

 -- -- 
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3. Ceramic fibers 
Substances  CAS-No. CS 1 
Aluminosilicate -- <0.1% 
Zirconia aluminosilicate -- <0.1% 
Aluminosilicate Refractory Ceramic Fibres (RCF) -- <0.1% 
Zirconia Aluminosilicate Refractory Ceramic Fibres (Zr-RCF) -- <0.1% 
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